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I N C O RPORATED Lead-free Green
PT7C4302
Real-time Clock Module (3-wire Interface)
Features Description
C Uses external 32.768kHz quartz crystal - -
C Real-time clock (RTC) counts seconds, minutes hours, -

date of the month, month, day of the week, and year with

leap-year compensation valid up to 2099 -
31-byte, RAM for data storage

Time keeping voltage: 1.5V to 5.5V

Uses less than 300nA at 2.0V

Simple 3-wire interface

Serial I/O for minimum pin count - -
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Burst mode for reading/writing successive addresses in
clock/RAM
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Function Block

Note: Cp=Cg=11pF

Notes:

1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS), 2011/65/EU (RoHS 2) & 2015/863/EU (RoHS 3) compliant.

2. See https://www.diodes.com/quality/lead-free/ IRU PRUH LQIRUPDWLRQ DERXW 'LRGHYV ,Q F Rad&Aniony-Hed,1'8re@rt Ahdl eatl-fréeQ V
3. Halogen- and Antimony-lUHH *UHHQ" SURGXFWV DUH GHILQHG DV WKRVH ZKLFK FRQWDLQ SSP EURP LM
antimony compounds.
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