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I M C O RP ORATE n® Lead-free Green

Features

C Support I*C-Bus (High speed mode 400kHz)

C Includes time (Hour/Minute/Second) and calendar
(Century/Year/Month/Date/Day) counter functions

C Year 2000 compliant

Automatic switch-over and deselect circuitry
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Time keeping voltage: 1.2V to 5.5V

Software clock calibration

56 bytes of general purpose RAM

Ultra-low battery supply current of 0.3A

Low operating current of 70A

Battery or super cap back-up

Operating temperature: -40°C to 85°C

Automatic leap year compensation

Special software programmable output

Totally Lead-Free & Fully RoHS Compliant (Notes 1 & 2)

Halogen and Antimony Free. “Green” Device (Note 3)
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Function Block

Notes:
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Description

PT7C4311

Real-time Clock Module (12C Bus)

1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS), 2011/65/EU (RoHS 2) & 2015/863/EU (RoHS 3) compliant.
2. See https://www.diodes.com/quality/lead-free/ IRU PRUH LQIRUPDWLRQ DERXW 'LRGHYV ,Q F Rad&sAnihony-Hed,1'8re@rtt Ahdl edtl-fréeQ V R
3. Halogen- and Antimony-lUHH *UHHQ" SURGXFWV DUH GHILQHG DV WKRVH ZKLFK FRQWDLQ SSP EURP LM

antimony compounds.
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