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Real-time Clock Module

Features Description

)

Low current consumption: 0.3pA typ. (Vpp=3.0V, Ty =
25°C)

Wide operating voltage range: 1.35t0 5.5V

Minimum time keeping operation voltage: 1.25 V

Built-in clock adjustment function

Built-in free user register

3-wire (micro wire) CPU interface

Built-in alarm interrupter

Built-in flag generator at power down or power on
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Function Table
ltem Function PT7C43190
1 | Oscillator| Source Crystal —
12-hour —
24-hour —
Alarm interruptpin output =2
Timer interrupt output —
1Hz,2Hz,4Hz
4 | Programmable square wavetput (Hz) 8Hz,16Hz
32kHz
Commun | 3-wire bus —
ication Burst mode —
IC test mode —
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2 | Time Time displa

3 | Interrupt

Poweron detector —

Power supply voltage
detector

7 | Clock calibration —

6 | Control

80 | Free register access —

Notes:

1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS), 2011/65/EU (RoHS 2) & 2015/863/EU (RoHS 3) compliant.

2. See https://www.diodes.com/quality/lead-free/ for more information about Diodes IncoUSRUDWHG V G H | L Q lakd ARi@dhyRreetr TB@2ENI &h@ Lead-free.
3. Halogen- and Antimony-lUHH *UHHQ" SURGXFWV DUH GHILQHG DV WKRVH ZKLFK FRQWDLQ SSP EURP LM
antimony compounds.
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