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 Table 1. Basic Functions of PT7C4337 

Item Function PT7C4337 

1 Oscillator 

Source Crystal(32.768KHz) External crystal 

Oscillator enable/disable �— 
Oscillator fail detect �— 

2 Time 

Time  

display 

12-hour  �— 
24-hour  �— 

Century bit Not Supported 

Time count chain enable/disable �— 
3 Interrupt Alarm interrupt output �— 2 

4 Programmable square wave output (Hz) 1, 4.096k, 8.192k, 32.768k 

5 Communication  2-wire I
2
C bus �— 

 

 

 

 

Notes:        
1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS), 2011/65/EU (RoHS 2) & 2015/863/EU (RoHS 3) compliant.  
2. See https://www.diodes.com/quality/lead-free/ �I�R�U���P�R�U�H���L�Q�I�R�U�P�D�W�L�R�Q���D�E�R�X�W���'�L�R�G�H�V���,�Q�F�R�U�S�R�U�D�W�H�G�¶�V���G�H�I�L�Q�L�W�L�R�Q�V���R�I���+�D�O�R�J�H�Q- and Antimony-free, "Green" and Lead-free.  
3. Halogen- and Antimony-�I�U�H�H�����*�U�H�H�Q�´���S�U�R�G�X�F�W�V���D�U�H���G�H�I�L�Q�H�G���D�V���W�K�R�V�H���Z�K�L�F�K���F�R�Q�W�D�L�Q��������0ppm bromine, <900ppm chlorine (<1500ppm total Br + Cl) and <1000ppm 
antimony compounds. 
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